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GREEN GENERATION LIGHTING™

GUARANTEED PERFORMANCE

ILLUMINATION SUMMARY

Blanket Grid

Big Finn Hill Park Soccer Lacrosse
Kirkland, WA

p0 0O PO HO PO HO PO HO PO HO HO H1 H1 Hp1 H1 PO H0 PO H0O PO HO PO HO PO DO PO Blanket Grid

- Grid Spacing = 30.0' x 30.0'

- Values given at 3.0' above grade

p0O PO PO PO PO PO PO PO PO PO PO PO PO PO PO HO HO HO HO HO HO HO HO DO DO DO

p0 PO PO PO PO PO PO PO PO PO PO PO HO HO HO HO HO HO HO HO HO HO HO DO DO 0O

PO PO PO PO HO PO HO PO H1 Pp1 H1 Pp1 H1 1 H1 Hp1 p1 H0 PO HO H0O HO PO HO PO 00
- Luminaire Type: Green Generation
po po po oo Hpo p1 p1 p1 p1 p1 2 03 04 04 p2 2 01 01 01 01 01 0O HLO HLO L0 00 - Rated Lamp Life: 5,000 hours
- Avg Lumens/Lamp: 134,000
CONSTANT ILLUMINATION
HORIZONTAL FOOTCANDLES

po po po o1 H1 Pp3 p6 Q2 A5 28 43 43 40 41 43 40 J6 41 p9 04 02 01 pO pO 00 00 Entire Grid
S1 82 No. of Target Points: 572
£0 PO PO p1 P2 40 32 99 47 171 162 140 127 431 450 474 4R 423 60 4B 05 01 01 00 00 00 Average: 5.1
Maximum: 41
-’ Minimum: 0
Lo po p1 P11 P33 46 B9 | g7 AT 364 292 245 235 237 263 320 S60) 450 30 06 02 01 0O HLO 00 Avg/Min: 1066.94
Max/Min: 8527.66
po po p1 P11 P5 47 80 [ 329 P58 P46 296 277 270 26.7 237 319 |366 360|194 B35 09 03 p1 p0O0 00 00 uG (AdjacentPg}: 12103;)
— | y A b s ) Average Lamp Tilt Factor: 1.000
H$Oo po p1 H1 06 R0 J9 [ 2017 29.6~324 290 263249 255 272 307318 274| 4445 B8 JDp 03 p1 p0 00 00 Number of Luminaires: 24
Avg KW over 5,000: 37.54
Lo po p1 p1 P66 R2 81 ZIT JTH F2.2 300 264 ﬁ.u 2P 8 273 S13 33.1 Z80] 142 4 g1 03 01 00 0O 0O Max KW: 40.8

H0 PO P11 D1 P6 22 |94 270 338 B49 307 275 254 262 236 328 348 332|182 ZHs—aR 03 p1 00 00O 00
Guaranteed Performance: The CONSTANT

ILLUMINATION described above is guaranteed for the rated

00 DO P1 P1 P66 20 190 | 304 385 380 337 285 267 272 09 S57 390 374|494 40 A1 03 01 0O PO 0O !
life of the lamp.
503394330308 38 AT DT DB T 3T 37T D83 Field Measurements: Averages shall be +/-10% in
po po p1 p1 P4 A7 |p8 | KO3 324 330 308 238 Zi4l 221 267 329 327 283|414 30 08 02 01 0O 0O 00
* * accordance with IESNA RP-6-01 and CIBSE LG4. Individual
00 DO PO P4 P2 P8 125 p3 400 458 160 432 o 419 446 167 428 85 A0 A4 p4 A P4 PO PO PO measurements may vary from computer predictions.
“Yh‘ =1 = "? Electrical System Requirements: Refer to Amperage
00 D0 PO p1 p1 p2 p4 pS4as 20 42 37 33 34 40 41 47939 05 03 p1 p1 PO HO PO 0O Draw Chart and/or the "Musco Control System Summary™

for electrical sizing.

Installation Requirements: Results assume +/- 3%
nominal voltage at line side of the ballast and structures
located within 3 feet (1m) of design locations.

p0 PO PO PO P11 Hp1 p1 p1 P2 P4 P9 41 40 41 41 06 93 H1 91 H1 Hp1 PO PO 00 PO 0O

p0 PO PO PO PO PO PO PHp1 p1 p1 p2 p2 p4 p3 p2 H2 H1 H1 H1 H0 H0 00 N0 00O DO 00

p0 PO PO PO PO PO PO PO HPo Hp1 p1 p1 p1 p1 Hp1 H1 H0 H0 H0 H0 H0 HO HO HO DO 00

p0 PO PO PO PO PO PO PO PO PO PO PO H1 Hp1 PO H0O HO HO HO HO HO HO DO DO DO DO

p0 HO PO PO PO PO PO PO PO PO PO PO PO PO HO HO HO HO HO HO HO HO HO DO DO 0.0
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GREEN GENERATION LIGHTING™

GUARANTEED PERFORMANCE

ILLUMINATION SUMMARY

Spill - NE 138th ST

Big Finn Hill Park Soccer Lacrosse
Kirkland, WA

Spill - NE 138th ST

- Grid Spacing = 30.0'

- Values given at 3.0' above grade

- Luminaire Type: Green Generation
- Rated Lamp Life: 5,000 hours
H.01 001 001 001 002 003 004 006 010 015 019 024 035 0.88 094 100 .05 053 024 p20 P17 p12 008 0.05 0.03 p.02 p.02 0.01 0.01 0.01 - Avg Lumens/Lamp: 134,000

CONSTANT ILLUMINATION
HORIZONTAL FOOTCANDLES

S1 S2 Entire Grid
& ¥: 3 No. of Target Points: 31
Average: 0.246
Maximum: 1.06
Minimum:  0.01

Average Lamp Tilt Factor: 1.000
Number of Luminaires: 24
Avg KW over 5,000: 37.54
Max KW: 40.8
®
Guaranteed Performance: The CONSTANT
ILLUMINATION described above is guaranteed for the rated
life of the lamp.
Field Measurements: Averages shall be +/-10% in
accordance with IESNA RP-6-01 and CIBSE LG4. Individual
measurements may vary from computer predictions.
Electrical System Requirements: Refer to Amperage
O Draw Chart and/or the "Musco Control System Summary"
Y = = Y for electrical sizing.

S4 ’ N S3 Installation Requirements: Results assume +/- 3%
nominal voltage at line side of the ballast and structures
located within 3 feet (1m) of design locations.
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GREEN GENERATION LIGHTING™

GUARANTEED PERFORMANCE

ILLUMINATION SUMMARY

Spill - Juanita Drive

Big Finn Hill Park Soccer Lacrosse
Kirkland, WA

Spill - Juanita Drive

- Grid Spacing = 30.0'

- Values given at 3.0' above grade

- Luminaire Type: Green Generation
- Rated Lamp Life: 5,000 hours
- Avg Lumens/Lamp: 134,000
CONSTANT ILLUMINATION
HORIZONTAL FOOTCANDLES

Entire Grid
No. of Target Points: 25
Average: 0.004
Maximum:  0.01
Minimum:  0.00

Average Lamp Tilt Factor: 1.000
Number of Luminaires: 24
Avg KW over 5,000: 37.54
Max KW: 40.8

Guaranteed Performance: The CONSTANT
ILLUMINATION described above is guaranteed for the rated
life of the lamp.

Field Measurements: Averages shall be +/-10% in
accordance with IESNA RP-6-01 and CIBSE LG4. Individual
measurements may vary from computer predictions.
Electrical System Requirements: Refer to Amperage
Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.

Installation Requirements: Results assume +/- 3%
nominal voltage at line side of the ballast and structures
located within 3 feet (1m) of design locations.
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